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These characteristics are typical of current production. While future production will conform to Shell’s specification, variations in these characteristics may occur.

SPECIFICATIONS, APPROVALS  
AND RECOMMENDATIONS
MEETS THE REQUIREMENTS OF:
n    API: SF.
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ELL 4T SHELL 4T
4-STROKE ENGINE OIL 

Shell 4T is a quality engine oil recommended for small 4-stroke garden machines: lawnmowers, bar 
mowers and cultivators.

TYPICAL PHYSICAL CHARACTERISTICS
CHARACTERISTICS 30

Kinematic Viscosity  
@ 40°C  mm 2/s
@ 100°C  mm 2/s 

91.7  
10.84

Viscosity Index 102

Density @ 15 kg/m 3 892

Flash Point °C 222

Pour Point °C –9

PERFORMANCE FEATURES
Shell 4T is formulated from highly refined high viscosity index base 
oils. It contains additives carefully selected to promote excellent 
piston and piston ring cleanliness, at the same time controlling 
oxidation and the harmful by-products of combustion.

SHELL 4T IS FORMULATED TO PROVIDE  
THE FOLLOWING BENEFITS:
n    Reduce engine deposits.

n    Resistance to oil oxidation.

n    Protection of components against wear.

n    Resistance to rust and corrosion.

n    Good gearbox performance without clutch slippage.

APPLICATIONS
n    Small 4-stroke motorcycle engines, such as lawnmowers, 

garden trimmers, edgers, bar mowers and cultivators.

n    Gearbox/transmission systems of 2-stroke and 4-stroke 
motorcycles.

DESIGNED TO MEET CHALLENGES


